FENCE — 28 April 2014

O “7 - ASSEMBLY

ELEC UTIUTES IN
TUNNEL. CAP UTILITIES
AT JOINT TO SOUTH.
APPROX 130 LF OF

REMOVE CURS HEAD FOR
PROPOSED ADA WALK.
(SEE €202 FOR LAYOUT)
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SALVAGE HYD. ASSEMBLY.
CLOSE VALVE UNTIL
¢ HYDRANT IS RELOCATED

EX|
IRRIGATION SYSTEM ALONG
NORTH EDGE OF
BERNHARD CE!

FRR RN »r-&.,

(REMOVED BY OTHERS
PRIOR TO CONSTRUCTION)

CTURE-
E REMAIN
£ ELLSWORTH HALL
ETERS TO REMAIN

LIMITS OF DISTURBANCE

e (ve)

REMOVE EXISTING TUNNEL WBLLS, CEILING AND UTILITIES.
CAP TUNNEL PER DETAIL.
{ CAP EX. UTILITIES WHERE NDING TO NORTH.
|- BACKFILL WITH MDOT CLAS! SAND
12" UFTS AT 95% COMP) N PER SPECS

PROTECT CURB & WALL
(TO' REMAIN) siegiten,
UTILITY TUNNEL AND UTILITIES TO BE REMOVED.
BACKFILL W/ MDOT CL Il SAND, CIP 85X MOD. PROCT.
ENCLOSE EXISTING TUNNEL W/ CONC BULKHEAD. SEE
DETALL. SHEET C503




